Thanks Тог buying the @wouxun KG-639E series 
transceiver. This transceiver offers the latest in design, 
multifunctionality, stable behavior and easy operation, 
We believe you will be pleased with the high quality and 


dependable features for all your communication needs. 


Ð Please turn off your transceiver while taking on fuel, or while parked at a gasoline service 


station. 


To fully use and understand this radio, please read the manual before using. Then you 
will fully benefit from all intelligent functions of the KG-639E. 


ппоипсетепї< 


@uwouxun brand transceivers are provided with excellent design and advanced technology. 
The following suggestions will ensure a long service life and avoid problems. 
Please keep transceiver out of reach of children. 
Do not take it apart, or have it repaired by а nonprofessional. 
Only use the supplied charger with radio and batterypack. 
Only use the supplied antenna for best performance. 
Do not expose the transceiver to long periods in direct sunlight nor place close to heating appliances, 
Keep transceiver away from excessive dust, humidity. 
Do not use aggressive material to clean the radio, but use a mild brush or cloth, 
Do not transmit without the supplied antenna. 
If an abnormal odor or smoke is detected coming from the transceiver, switch the power off imme- 
diately and remove the optional batterypack from the transceiver. Contact your 
dealer. 


ю юмо жш юг 


> All suggestions mentioned above are the same for а! @wouxun transceivers. If ће transceivers do not work 
properly. please refer to the trouble shooting section or contact your nearest Фиоихип dealer. 


> @шоша does not guarantee the safety and operation of any @wouxun transceiver when using accessories 
Which are not supplied by Gwowan 
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Unpacking and checking of your equipment 0) 


Professional FM TranscoWer 
Carefully unpack the transceiver. We recommend that you identify the items in the following table before 
discarding the packing material. If any йет» are missing or have been damaged during shipment, please 
notify your @wouxun dealer. 


Supplied accessories 
Transceiver High gain Li-ion batterypack Intelligent charger Adapter 
antenna 
Beltclip Handstrap Users manual Service card 
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Description of functions 


1. VHF:66-88MHz 136-174MHz 17. \ntelligentcharger 
VHF:245-246MHz (Warning sound and dualcolor light) 

2. UHF:300-350MHz 350-390MHz 18. Wireclone function 
UHF:400-470.9875MHz 450-520МН2 19. Multi scan mode 

3. Output power: 5WCVHF)/4W(UHF) 20. Busy channellockout 

4. 8 groups rolling voice scrambler 21. Low voltage batterypack voiceprompt 

5. 128 memory channels 22. Transmit overtime prompt 

6. Inspection, monitor, emergency alarm, stun, kill, revive 23. Adding channelscan function 

7. DCS/CTCSS can be set respectively 24, Program by computer 

8. РМ radio function 25. Reset menu 

9. ОТМЕ encoding and decoding 

10. VOX 

11. ANI code 


12. All calls, group calls and selective calls 

13. 105 groups DCS and 50 groups CTCSS 

14. Voice guide (Chinese/English) 

15. Wide/Narrow brandwidthselection (12.5KHz/25KHz) 
а High/Low power changeable 


Getting started = 


Description of transceiver 


‘Channel selector 


Antenna Powerswitch / Volumecontrol 


Distant urgercy alarm key “Transmit light 


Receive light 


Speaker мк. 


Getting starte 


PTT (Push-To-Talk) key Speaker-/Microphonejacks 


Sidekey 1: scan, radio Batterypacklatches 


Sidekey 2: monitor 
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How to operate 


Programming assistant functions 

‘According to your need, you can set sidekey 1 and topkey as the following assistant functions via 
KG-639E programming software: 

m Turn on/off FM radio 

и Тот on/off scan function 

m Turn on/off alarm function 


Adjust volume 

‘Turn the Power switch/Volume control clockwise to switch the transceiver power ON. By turn this knob 
Хо adjust the volume. Contrarotate to turn off the power. 

Selecting channel 

Rotate the channel selector to select your desired channel, clockwise to increase channel number. 
Contrarotate to reduce channel number and you will hear an announcement of current channel number. 


NOTE 
» All functions only can be edited via KG-639E programming software. 


How to operate 


CTCSS and DCS 

This transceiver has CTCSS (Continuous Tone Controlled Squelch System) and DCS (Digitally Coded 
Squelch) function, using CTCSS or DCS, you can ignore other's needless calling who use the same 
frequency, when transceiver receives the same CTCSS tone or DCS signalcode, then squelch will be 
released. 


2 CTCSS or DCS can not make the voice encrypt compress or secretively, it only make you not hear needless 
communication. 


Setting battery savemode (SAVE) 

When transceiver doesn't receive signal or not operate, and the battery save function has turned on, then 
after 10 seconds transceiver will be auto activate battery save mode. In order to reduce current consuming, 
this function will be turned off circuit for a minute, then it will turn on again to check signals, if it has 
operation or receive signal, transceiver will be activated and exit savemode. 


Selecting transmitpower 
Press PTT and topkey at the same time, then you can switch transceiver transmitpower between high 
power and low power. 
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Professional FM Transceiver 
Transmit over timer 


This function is to prevent any transmitter posses channel and limit users to transmit too a long time. 
‘Meanwhile, it also can avoid the damage of transceiver caused by transmit too long time. When 
transceiver has continual transmitted overtime you have set, then transceiver will be intermitted, and 
you will hear a promptvoice. The range of transmit limited time of overtimer is 15-600 seconds. 


Setting scan function 

This function is a way to receive the communication in all the channels. Press sidekey 1, transceiver will 
according to scan list to scan one by one. When one of the channels has received a signal, it will switch 
to this channel to receiving calling. 


How to scan 

The transceiver will stop scanning when receive a frequency(or memory channel)of signal. 

According to the method you selected,the transceiver will resume or stop scanning. 

TO: After signal in channel disappears,the transceiver will start scanning if you don't do any operation 
within 5 seconds. 

CO: After the transceiver stopped on a signal, will resume scanning again when signal disappears if 
you don't do any operation. 


SE: Scanning stops when a signal is received. 
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How to operate 


VOX function(VOX) 

This transceiver will auto switch to transmit mode when detect the voice. 

Due to VOX circuit need detect the voice and you may note that transmit will be a little delay. 
The VOX of this transceiver has 10 levels,the higher level it will worse sensitivity. 


8 groups rolling voice scrambler 

8 groups rolling voice scrambler means encrypt the content of communication switch on encrypt function, 
and make the transceiver who do not set voice encrypt compress can not hear clear what you are talking, 
menawhile you also can not hear clear others,who do not set voice encrypt compress, what they are talking, 


> This transceiver has 8 groups rolling voice scrambler,to ensure effective communication both parties, 
transceiver must be set the same voice encrypt 

» 8 groups rolling voice scrambler greatly improving the secrecy of the content of communication being used 

extensively by policeman when on duty. communication between security organizations, trade secret in the 

firm, the information reporting within the company and businessmen who need the quotation in real time. 


Setting signaling control relationship 

This function means the mutemode is to turn on the speaker audio. 

QT: When the transceiver receivers а signal and the matching CTCSS tone, it will switch on the speaker. 
When the transceiver has not set a CTCSS tone and a signal is received you will hear that through 
loudspearker. 

АМО: When the transceiver received matching QT and ОТМЕ signal,it will switch on the speaker. 

Ов: When the transceiver received matching QT or ОТМЕ signal,it will switch on the speaker. 


All calls, group calls, selective calls 
The transceiver has the function of transmit ANI ID COD,edit ANI CODE and ОТМЕ decoding, without 
by other tool, user can achieve all calls, group calls and selective calls. 
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How to operate 


Prepare work of use all calls, group calls and selective calls 
1. ANI ID CODE edit 


> Every transceiver in the group needs a unique ANI ID CODE 


ANI ID CODE:ANI-XXX АМІ-ХХХХ АМІ-ХХХХХ (three kinds of edit method) 
ХХХ:теап can program 3 bits ANI ID CODE 

XXXX:means can program 4 bits ANI ID CODE 

XXXXX:means can program 5 bits ANI ID CODE 


x хх 
=r a 
о Grouplist А unique ANI ПО CODE 
The sign of From 0 to 9 group From 0 to 99 to 100 groups maximum 
Personal ID code This is how to build up ANI 
x ххх 
—т— — 
1D Grouplist A unique ANI IID CODE 
The sign of From 0 to 9 group From 0 to 999 to 1000 groups maximum 
personal ID code This is how to build up ANI 
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Professional FM Tranecelvor 
x ххх 
= == 
0 Grouplist A unique ANI ПО CODE 
The sign of From 0 to 9 group T From 10 999 to 1000 groups maximum 
personal 10 code This is how to build up ANI 


NOTE ДУ 
» To edit the "ID CODE" must through "ОТМЕ decoding and encoding parameter’ of the programming software, 


2. Any transceiver in the group must set DTMF optional signal. 
3. Mutemode must set as AND. 
4. Press PTT transmit:To select the method of transmitting ОТМЕ CODE;one of the BOT/EOT/BOTH 
can be selected. (automatic dialing) 
5. S-CODE:To select the NO. of DTMF CODE which will be transmitted; 1-15 can be selected (automatic dialing). 
6. Setting ringtime (set when needed) 
7. Setting PTT-LT:According to the actual situation,to delay ID CODE before transmit. 
8. DTMFST:This function can monitor ОТМЕ tune (set when needed). 


NOTE 
>> Every transceiver in the group must set the same frequency,channel and parameter. 
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How to operate 


The functions of the DTMF:Inspection, monitor, emergency alarm, stun, kill, revive 
Inspection: 

Manager can use this function when he/she want to know whether their staff are on the working; 
manager send the inspection signal, and the member's transceiver in the group will reply to the manager 
automatically (what it replied is the ANI ID CODE). 

Monitor: 

Manager can use this function when he/she want to know what their staff are doing at the moment. 
When manager transmit the monitor signal,the member's transceiver in the group will transmit automat- 
ically,then manager can hear the member's voice. 

Emergency alarm: 

You can use this function when on duty, and meet some emergency situation; User can transmit the 
‘emergercy alarm signal which the distant emergency alarm is turned on and can display the transmitters 
ANI ID CODE, in order to take the corresponding actions. 

Stun: 

Manager can use this function when he/she only want to let their member receive and can't transmit. 
Manager only need to stun the member's radio and can activate it through transmit the power on signal 


when needed. 
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@wouxun 
Professional FM Transcalvor 
ки: 


When the radio was lost or other special circumstance happened,in order to let others disable to transmit 
and receive manager can use this function to kill the radio. 

Revive: 

When the manager transmit the power on signal can activate the radio which is being stuned or killed. 


Setting voice guide(VOICE) 


This transceiver has a selectable voiceguide in Chinese and English. 


Editing receive/transmit frequency 
The receive and transmit frequency can be edited in the range of the transceivers frequency. 


Low voltage batterypack voiceprompt 
When batterypack has lowvoltage,the transceiver will sound low batterypack voiceprompt. 


13 


How to operate 


Wireclone function 


Switch sourceradio on after you have LED is flashing red during cloning, 
connected the targetradio to the sourceradio | LED goes out in case of successful cloning, 
Ма the cloningcable,push the [MONI] key | Glow continuous red in case of cloning 
Using wireclone | and the sourceradio starts cloning. failure. 


LED is flashing green during cloning. 


Targetradio LED will switch OFF when cloning complete. 


How to use your intelligentcharger 

1. When the poweradapter is connected the intelligentcharger, the poweradapter should be plugged 
into the matchingvoltage . The intelligentcharger will flicker green/red/orange LED and you will hear 
one sound “Р!” then the flicker become organge. 

2. When you plug in the batterypack, ће intelligentcharger will switch to red LED and you will hear one 
sound "Di'.The intelligentcharger has entered quickcharging. 

3. When the light turns green and you hear 10 times "Di" the batterypack is fully charged. 

4. When you plug in the batterypack,the red LED flickers and you hear "Di Di'twice, the batterypack is 
not plugged in right. 
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Trouble shooting 


Please check carefully if your transceiver has problems by following this chart. 
If you maintain to have trouble you can reset your transceiver and very often this will eliminate your 
problem. 


Problem Possible Cause Possible Solution 
Transceiver will not | 1. The batterypack is not installed properly. | 1. Re-install the batterypack. 
switch on. 2. The batterpack maybe exhausted. 2. Charge the batterypack. 

3. The batterypack is getting too old. 3. Change the batterypack. 


The receiverlightis | 1. The powerswitch is not adjusted well. | 1. Тит the volumecontrol. 
оп алд there isno |2. Confirm if you use the right mutemode. | 2. Reset the mutemode, 
sound from the 
speaker. 


There is no reception | 1. Check if you have installed your antenna | 1. Install the supplied antenna. 
right. 2. Move the radio around till you 
2. The signal you are receiving is very weak. receive the desired signal. 
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Trouble shooting 


d Problem Possible Cause Possible Solution | 
The receivelight is оп | If you have set transceiver to Бизусћалле! | Switch off busychannel 
and you can not lockout. lockout. 
transmit. 
Autotransmitwhen | The VOX level too LOW. Switch off VOX or set VOX 


you are in standby. 


to a HIGHER level, 
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Technology parameter 


Appendix 1 


Ф@иоихип 


Professional РМ Таласомо 
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Technology parameter 


Appendix 2 
DCS 
1 розм | 16 | pozan | 31 | piesn | 46 | Dzem | 61 | D356N 
2 рогом | 17 | oman | 32 | oman | 47 | ргезм | 62 | озвам 
3 Dozen | 18 | omsn | 33 | ритам | 48 | D265N | 63 | D365N 
4 розим | 19 | omen | за | оом | 49 | р2бвм | 64 |озлм 
5 розгм | 20 | бт2ом | 35 | озом | 50 | оглм | 65 | рам 
6 розем | 21 | ormsn | 36 | 0223N | 51 | ргтам | 66 | Dazn 
7 роазм | 22 | озм | 37 | D225N | 52 | озом | 67 | D413N 
8 Doan | 23 | озм | 38 | ооч | 53 | озим | вв | разм 
9 ром | 24 | bisan | 39 | озм | 54 | 0315N | 69 | рам 
10 | Dosan | 25 | pian | 40 | ozan | 55 | D325N | 70 | D432N 
m | bosan | 26 | отм | ат | рәм | 56 | basin | 71 | рам 
12 | ровѕм | 27 | Disan | 42 | оем | 57 | D332N | 72 | раабм 
13 | оотам | 28 | 0155N | 43 | о251м | 58 | озазм | 73 | D452N 
ла | ром | 29 | Disen | 44 | о252м | 59 | озм | 74 | Dasan 
15 | Dozan | зо | oiean | 4 | озм | 60 | pasin | 75 | рам 


DCS 

76 D462N | 82 | D516N | 88 | D606N | 94 D645N | 100 | D723N 
7 равам | вз D523N | вә | D612N | 95 D654N | 101 | D731N 
78 D465N | ва | 0526N | 90 | nezan | 96 D662N | 102 | D732N 
79 D466N | 85 | 0532N | 91 D627N | 97 D664N | 103 | D734N 
80 D503N | 86 | D546N | 92 D631N | 98 D703N | 104 | D743N 
(и ром | 87 | D565N | эз резгм | 99 0712М | 105 | D754N 
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Technology specification 


VHF: 66-88МН2 
VHF: 136-174MHz МНЕ: 245-246MHz 
Frequencyrenge UHF: 300-350МН2 ОНЕ: 350-390 MHz 
UHF: 400-470.9875 MHz __ЏНЕ 450-520 MHz 
Метогусћаппећ 128 channels 
Voltage 7.4V DC 
Working temperature -30°C to +60°C 
| Channels Co-channel or Dis-channel Simplex 
Poweroutput УНЕ: 5W/UHF: 4W 
Моде F3E(FM) 
|_Maximum deviation < +5KHz 
‘Adjacent channel power < -6008 
Stability +5 ppm 
Sensitivity <0.2uV 
| Audio output р _| >500т\у/ - 
Weight 242 
Size 62 X 103 X39 (mm) _ 2.44 X 4.13 X 1.54(inch) 
NOTE 
> Specifications are subject to change without notice. 
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Optional accessories 


Dual slot charger "АА" batterypack Eliminator Programmingcable Сагсһагвег 


PZI 


"т 1700тАһ Li-ion Programming 
Wireclonecable Headset Speaker/MIC_ Switching adapter tteryoack мае) 
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@wouxun endeavors to achieve the accuracy and completeness 
of this manual, but is not liable for any possible omission and 


printing errors. All the above specifications are subject to change 
by @wouxun without prior notice. 


English Version:639E-U-0804-V1 
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